
iNSTaLLaTioN

ICYNENE attIC hatCh ICY

PRojecT daTa

deScRiPTioN aNd MaTeRiaL SPeciFicaTioN

diMeNSioNS aNd aPPeaRaNce

Leed ready: this product contributes to LeeD® credits.

dooR SiZe                       NUMBeR           WeiGHT
W x H inches (MM)        oF MaGNeTS        LBS      KG

22 x 30  (558 x 762)                    4                   17         7.7

22 x 36  (558 x 914)                    4                   19         8.6

Rough ceiling opening is door size + 1/4” or + 6mm

Material:          16 gauge cold rolled steel

Hinge:              concealed, pentograph hinge design

Magnets:         Neodyme 1/2” x 1/2” x 1/8”

Security:         Security cable*

Finish:             high quality white powder coat 

Packaging:      individually wrapped, 1 per box        

*For security reason always attach the security cable.      

SubMittaL / teCHNiCaL Data SHeet

pROjeCt NaMe:                                                                                                                                                    Qty                 W                    H                                                     OptiONS

aRCHiteCt:

DeaLeR:

CONtRaCtOR:

LOCatiON:

Date:                                                                                                                                                                          

taggiNg iNStRuCtiONS:

SpeCiaL iNStRuCtiONS:

SubMittaL appROvaL: 
(signature or stamp)

Head oFFice: 

6747 Campobello Road, Mississauga ON  L5N 2L7  Canada
www.icynene.com

Tel.: 1-800-758-7325

Fax: 905-363-0102


